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Amendments to riaim*; 

This listing of claims replaces all prior listings, and versions* of claims in the present 
! application. 

Listing ofglajmjE 

1. (Currently Amended) A system for organization of signals for transmitting thereof to a 
plurality of subscriber receivers* wherein each signal represents a type of information belonging 
to a particular contents category , comprising: 

a central management server adapted to receive administrative instructions pertaining to 
the transmission of the signals to the subscriber receivers, and in response to the administrative 
instructions organize signals from a number of signal sources before transmission thereof to the 
subscriber receivers, 

at least one client computer each having an interface towards the central management 
server and being adapted to produce administrative instructions for organizing a sub-set of the 

signals to be transmitted under management of the central management server* and 

I ' . ♦ 

ft tran s mission unit adopt e d to r e c ei ve the signals and, in accordanc e with on organization 

sch e m e produc e d by th e central management serv e r transmit th e s e signals to th e subscrib e r 

rec e ivers, th e organization sch e m e whereby the administrative instructions specifies, for each 

! signal to be transmitted, at least a number of transmission resources, a time instance and a 

I 

contents category. , wherein the contents cat e gory for at least one segment of th e signal 
determin e s which sub s e gm e nt that will b e presented in which subscriber rec e iv e r. 

* * 

2. (New) A system according to claim 1. wherein an organisation pcheme s pecifies, for 
each signal to be transmitted, at least a transmission resource and a time instance. 

3. (New) A system according tp claim 2. wherein the organisation scheme spec ifies, for 
| each signal to be transmitted, at least a contents category, wherein the contents category for at 

S least one segment of the signal determines which sub-segment that will be presented in which 

subscriber receiver. 
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4 3. (Currently Amended) A system according to claim 1 , wherein the transmission unit 
is adapted to receive the signals from the central management server and, in ac ^y-H^nce with an 
organisation scheme produced by the central management server, transmit the signals via a 
central signal distribution system. 

5 (Previously Presented) A system according to claim 1 wherein each of the subscriber 
receivers comprises an interpreting unit having a user specific key representing a profile category 
of at least one user associated with the subscriber receiver, the interpreting unit being adapted to 
control the reception of a signal such that the key in combination with a piece of contents 
category information received with respect to a segment of the signal control the subscriber 
receiver to present a predetermined sub-segment transmitted via a particular transmission 
resource. 

6 4^ (Currently Amended) A system according to claim 1, wherein it comprises a return 
channel from at least one particular subscriber receiver of the subscriber receivers adapted to 
forward activity-monitoring information pertaining to signals having been presented in the 
particular subscriber receiver to the central management server, and the central management 
server is adapted to generate a compiled data set representing the activity-monitoring 
informatio n, and at least one of the at least one client computer is adapted to receive the 
cgmpHejj fate set from tire central management server, and produce the adniiqistratjve 
Instructions on basis thereof , 

5. (Canc el l e d) A system aooording to olnim 1, wherein at least one of at least on e client 
comput e r compris e s a means for manually entering activity monitoring information pertaining te 
signals having boon pr ese nt e d in on e or mor e subscrib e r receive*^ and ba se d th e r e on produoo a 



6. (Canc e ll e d) A system according to claim 4, wherein at least on e of th e at l e ast one 
client computer is adapted to r e c e iv e the oompil e d data -set -fron>ihe central management oe gyeg? 
and produc e th e administrat ive instructions on baoio th e r e of* 
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7. (Previously Presented) A system according to claim 1 , wherein it comprises at least 
one billing unit adapted to produce billing information pertaining to a respective utilization of the 
transmission resources administrated by the central management server. 

8. (Previously Amended) A system according to claim 1, wherein it comprises at least 
one auxiliary distribution channel which includes at least one distribution resource in addition to 
the central signal distribution system adapted to transmit signals to the subscriber receivers 
outside the central management server. 

9. (Cancelled) A system according to claim 8 , wherein the at t e not one auxiliary 
distribution ohannel includ e s at toast one distribution r e source in addition to the control signal 
d i stribution oyotom. 

940. (Previously Presented) A system according to claim 1, wherein the signals represent 
at least one of text information, acoustic information, image information and video information. 

10 ++. (Previously Presented) A system according to claim 1 , wherein at least one of the 
subscriber receivers is represented by at least one of a TV-tuner, a satellite signal decoder, a 
computer and a broadband mobile communication terminal. 

* 

11 43, (Currently Amended) A client computer for organization of signals for 
transmitting thereof to a plurality of subscriber receivers, wherein each signal represents a type 
of information belonging to a particular contents category, comprising; 

a central management server adapted to receive administrative instructions pertaining to 
the transmission of the signals to the subscriber receivers, and in response to the administrative 
instructions organize signals from a number of signal sources before transmission thereof to the 
subscriber receivers, 

at least one client computer each having an interface towards the central management 
server and being adapted to produce administrative instructions for organizing a sub-set of the 
signals to be transmitted under management of the central management serve r, a transmi s sion 
unit adapt e d to reo e ivo tho flignaia and, in accordanc e with on organizat i on oohemo produc e d - by 
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fee - oontral management serv e r transmit th e o e-st gnal s to tho subsoribor receivers, tho organization 
seheme whereby the administrative instructions specifies, for each signal to be transmitted, at 
least a number of transmission resources* a time instance and a contents category specifies, for 
each signal to be transmitted, a transmission resource, a time instance and a contents category, 
wh e r e in tho contents ootogory for ot l e ast on e s e gment of tho signal determin e s which sub 
s egm e nt-that will bo presented in which subscriber r e c e iv e r, and 

a graphical user interface adapted to present a time relationship between different signals 
to be transmitted on at least one channel over which the client computer has a management 
control. 

12 43. (Previously Presented) A client computer according to claim 11, wherein the 
graphical user interface comprises a first graphical means adapted to, for each of the signals to be 
transmitted on the at least one channel, present the signal's contents category, and a second 
graphical means adapted to, for at least a sub-set of the signals to be transmitted on the at least 
one channel, enable a user to manipulate segments of each signal such that a particular sub- 
segment will be presented in each subscriber receiver of the subscriber receivers which has a 
profile category matching a contents category associated with the particular sub-segment 

13. (New) The client computer acco rding to claim 11. wherein the graphical 
user interface comprises a second graphical means adapted to verify the content of the each 
of the signals to be transmitted with respect to the contents of anv neighbourin g signal 
segments. 

14. (Previously Presented) A client computer according to claim 1L wherein the 
graphical user interface comprises a third graphical means adapted to, for at least a sub-set of the 
signals to be transmitted on the at least one channel, enable the user to select a suitable sub- 

# 

segment for each of a number of profile categories for a segment of a signal. 

15. (Previously Presented) A client computer according to claim 14, wherein the third 
graphical means comprises a selection means adapted to enable the user to, for each sub-segment 
select a profile category, wherein a default profile category is based on a compiled data set 
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formed on basis of activity-monitoring information pertaining to signals having been presented 
in the subscriber receivers. 

16. (Previously Presented) A client computer according to claim 14, wherein the third 
graphical means comprises a selection means adapted to allow the user to, for each sub-segment 
select a geographical area within which subscriber receivers will present the sub-segment, 
wherein a default geographical area is based on positional information pertaining to signals 
having been presented in the subscriber receivers. 

1 7. (Previously Presented) A client computer according to claim 14, wherein the third 
graphical means comprises a selection means adapted to enable the user to, for each sub-segment 
select a priority level denoting a relative position of the sub-segment within a particular segment 

18. (Previously Presented) A client computer according to chum JJL, comprising a 
compiler adapted to produce a preliminary organization of the signals on the at least one channel 
before transmitting corresponding administrative instructions to the central management server. 

19. (Previously Presented) A client computer according to claim 18, wherein the 
graphical user interface comprises a fourth graphical means adapted to enable a user to 
manipulate the preliminary organization of the signals, and client computer comprises processing 
means adapted to, based on the user manipulations, produce administrative instructions to the 
central management server. 

20. (Previously Presented) A client computer according to claim J_L wherein the signals 
represent at least one of text information, acoustic information, image information and video 
information. 

21 . (Currently Amended) A computer program product comprising an electronic 
computer readable storage memory storing computer executable instructions for organization of 
signals for transmitting thereof to a plurality of subscriber receivers, wherein each signal 
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represents a type of information belonging to a particular contents category, the executable 

instructions comprising: 

first instructions for receiving administrative instructions pertaining to the transmission of 
the signals to the subscriber receivers, and in response to the administrative instructions 
organizing signals from a number of signal sources before transmission thereof to the subscriber 
receivers* 

second computer instructions for producing administrative instructions for organizing a 
sub-set of the signals to be transmitted, 

third computer instructions for receiving the signals and, in accordance with as 
orponLgnnon sch e m e the administrative instructions, transmitting these signals to the 
subscriber receivers, the organization scheme administra tive instructions specifies, for each 
signal to be transmitted, at least a number of transmission resources* a time instance and a 
contents category, wh e r e in the cont e nts «« teg3fy for at least on e segment of the signal 
determines which sub s e gm e nt that will b e present e d ' in whioh subscriber receiver, and 

fourth computer instructions for controlling a graphical user interface to present a time 
relationship between different signals to be transmitted on at least one channel over which the 
computer program has a management control. 

22. (Currently Amended) An electronic computer readable storage medium, having a 
program recorded thereon, wherein said program is adapted to organize transmission of signals 
to a plurality of subscriber receivers, wherein each signal represents a type of information 
belonging to a particular contents category and comprises: 

first instructions for receiving administrative instructions pertaining to die transmission of 
the signals to the subscriber receivers, and in response to the administrative instructions 
organizing signals from a number of signal sources before transmission thereof to the subscriber 
receivers, 

second computer instructions for producing administrative instructions for organizing a 
sub-set of the signals to be transmitted, 
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third computer instructions for receiving the signals and, in accordance with an 
organ i zation s oh e ro e the administrative in struct? oas« transmitting these signals to the 
subscriber receivers, the organization scheme administrative instructions specifies, for each 
signal to be transmitted, at least a number of transmission resource, a time instance and a 
contents category , whoroin the oontonto ootogoiy for at least on e s e gment of tho signal 
dotoi mines which sub segment that will bo presented in whtoh subsoribor receiver , and 

fourth computer instructions for controlling a graphical user interface to present a time 
relationship between different signals to be transmitted on at least one channel over which the 
computer program has a management control. 



8 of 13 



PAGE 11(16 ' RCVD AT 12/28/2010 11:24:17 PM [Eastern Standard Time] • SVR:USPTO€FXRF-6/13 * DNIS:2738300 * CSID:04 1873300 ■ DURATION (mm-ss): 08-50 



